






PERMATRAZZ OVERLAY
Permatrazz Overlay is laid over existing concrete to a depth of 10-20mm depending on the size 

of the aggregate. Permatrazz Overlay is a micro-silica polymer modified topping which is fast 
setting to allow foot traffic within 4 hourse and vehicular traffic after 24 hours.  Permatrazz 

Overlay is installed with the chosen aggregate thoroughly mixed with the Permatrazz matrix and 
should not be confused with systems that broadcast the aggregate into the pre-applied matrix 

which may result in premature aggregate pullout due to lack of aggregate surface wetting.

Permatrazz Overlay in White
10mm Granite Aggregate 

Ground & Polished



PERMATRAZZ OVERLAY
The colours and styles of all of the Permatrazz methods can be tailored to suit various design 

requirements for both commercial or industrial applications. Most aggregates are suitable 
including marble, granite, basalt and limestone. The Permatrazz matrix can be pigmented to a 
range of colours making it perfect for corporate identity requirements. Once ground, polished 

and sealed the surface exhibits good stain and abrasion resistance similar to traditional terazzo.

ASDA-Permatrazz Overlay in White
10mm Granite Aggregate 

Ground & Polished
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Further literature, technical data, health & safety 
information, installation guides, selection and 
specification advice are all available from Permaban 
Limited Head Offices.

Please contact us via our website, email, fax or 
telephone.


