










Release the side wheel of the 
drum and feed the extrusion onto 
it, reattach the side wheel of the 
drum and cut the ties which hold 
the roll of extrusion together.

Pull out a length of extrusion 
approximately 1 metre in length.

Feed this down through the funnel 
as shown in the picture above.

Continue to feed the extrusion 
down and under the lower 
chassis of the installer as shown, 
place it into the start of the joint.

Manually feed the slack 
extrusion into the joint so that 
it goes beyond the central 
wheel of the the trolley, then 
move the installer trolley over 
the joint ensuring the rear 
roller is at the start of the joint.

Pull the inserted extrusion that 
lies forward of the central wheel 
back out of the joint and into 
the groove in the central wheel 
itself. Take out any slack by 
rewinding the extrusion drum.

Remove the pin holding the front 
arm vertical, then lower the arm 
and make sure both wheels sit 
in the joint - this ensures that 
the trolley runs in a straight 
line. Once down, return the pin 
to secure the arm in position.

Push the installer trolley along 
the joint at walking speed.

The rear wheel has a 30kg 
weight above it which ensures 
the extrusion is pushed 
into the joint and lies flush 
with the concrete surface.
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Clients who have specified Permaban for their floors:

Further literature, technical data, health & safety 
information, installation guides, selection and 
specification advice are all available from Permaban 
Limited Head Offices.

Please contact us via our website, email, fax or 
telephone.

Manufacturing operations in:

- United Kingdom
- Poland


